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Sander Base Plan

Materials

3/4” X 12" X 127 piece of plywood

3/8”X 3/4™ X 127 piece of hardwood guide strip
1/4” X 2 dowel

Sander Handle
3/4” X 3 1/2” X 14” piece of pine
(2) 1” dowel 5” long

Directions

Cut a piece of 3/4” plywood 12” X 12” for base of jig.

Use plan and lay out the shape of the base on the plywood.

Use band saw to cut the design out.

Dirill the holes using the drill press to make the holes straight.

Carefully locate and mount the guide strip under the base. This should fit in the miter

gauge slot on the disk sander table. The dimension from the pin to the disk should be
15/16™.

Sander Handle
1. Cuta 1’X4” 14” long.
2. Drill 2 1" holes in 3/4 X 3 1/2” piece
3. Dirill 1/8” holes in center of 1™ holes to screw handles in place.
4. Mount handles to board with screws from the bottom.

R

To Use

Place base on the disk sander. Slide the base off the disk. Place the 2” circle on the
1/4” dowel. Slide the base back onto the disk sander and use the handle to spin the circle to
sand the edge of the cap. When the cap is sanded, slide the jig so that the cap is away from
the sander and replace with new cap and sand the next cap.




image2.jpeg




image3.jpeg
1/4" Dowel 2" long

3 Dowel 2" long

7/8%





image4.png
TEXAS)ICTE

Your journey starts here.
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